
 

 

 

 

 

 

DECLARATION OF PERFORMANCE WC001-01 
(For article number see list in annex) 

Close-coupled WC 
1. UNIQUE IDENTIFICATION CODE OF THE 
PRODUCT-TYPE:  
The list of products is in the annex  
 
2. PRODUCT DESCRIPTION: 
Close-coupled wall-mounted WC and floor-standing 
WC 
 
3. INTENDED PURPOSE: 
Personal hygiene  
 
4. NAME AND ADDRESS OF THE MANUFACTURER 
Villeroy & Boch Gustavsberg AB 
Box 400 
134 29 Gustavsberg 
Telephone: +46 08-570 391 00 
E-mail: info@gustavsberg.com 
www.gustavsberg.com  
 
5. NAME AND ADDRESS OF THE IMPORTER 
N/A  
 

6. INVESTIGATION OF THE CONFIRMATION OF 
PERFORMANCE:  
The proof of performance is based on system 4 
 
7. ISSUER OF THE DECLARATION OF 
PERFORMANCE:  
Villeroy & Boch Gustavsberg AB 
 
8. DEMONSTRATED PERFORMANCE: 

 
 

ESSENTIAL 
FEATURES 

 
PERFORMANCE 

HARMONISED 
STANDARD 

Rinsing Passed 

EN 997:2012  

Backflow prevention Passed 

Cleanability Passed 

Load capacity Passed 

Leak tightness Passed 

Valve endurance test Passed 
(category I) 

Durability Passed 

Hazardous substances Not applicable 

9.  
The performance of the product complies with the product description and the table. The manufacturer specified 
above is responsible for issuing this declaration. 

MARIANNE JARNHED, FINANCE MANAGER NORDICS JAMES NUTTING, DIRECTOR SALES & MARKETING, NORTHERN EUROPE 
Signed on behalf of the manufacturer by: Name and position 

GUSTAVSBERG 2020-08-19 < 

Place and date Signature 

ANNEX TO DECLARATION OF PERFORMANCE FOR WC001-01 



MODEL COLLECTION DESCRIPTION CE MARK 

5500 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

5510 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

5522 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

5546 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

5591 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

4300 Artic Close-coupled floor-standing WC EN 997-CL1-6-VR1 

4310 Artic Close-coupled floor-standing WC EN 997-CL1-6-VR1 

5695 Logic Close-coupled floor-standing WC EN 997-CL1-6-VR1 

5696 Logic Close-coupled floor-standing WC EN 997-CL1-6-VR1 

2300 Nordic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

2310 Nordic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

2340 Nordic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

2350 Nordic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

390 GBG Close-coupled floor-standing WC EN 997-CL1-4-VR1 

394 Basic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

398 GBG Close-coupled floor-standing WC EN 997-CL1-4-VR1 

392 Basic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

305 GBG Close-coupled floor-standing WC EN 997-CL1-6-VR1 

339 GBG Close-coupled floor-standing WC EN 997-CL1-4-VR1 

3500 Nordic3 Close-coupled floor-standing WC EN 997-CL1-6-VR1 

3510 Nordic3 Close-coupled floor-standing WC EN 997-CL1-6-VR1 

1500 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

8300 Estetic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

1522 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

1546 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

1596 Nautic Close-coupled floor-standing WC EN 997-CL1-6-VR1 

1510 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

1591 Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

1591Wl Nautic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

1596WL Nautic Close-coupled floor-standing WC EN 997-CL1-6-VR1 

6400 Skandic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

6410 Skandic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

6500 Pacific Close-coupled floor-standing WC EN 997-CL1-4-VR1 

6510 Pacific Close-coupled floor-standing WC EN 997-CL1-4-VR1 

6600 Oceanic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

6610 Oceanic Close-coupled floor-standing WC EN 997-CL1-4-VR1 

 


